
 

   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Spectra PowerTwin Series 
Accessories | 19” Rackmount Kit 
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The following picture indicates VESA mounting hole pattern on Spectra PowerTwin series, which is 
compliant with VESA mounting standard. 

 

19” Rack Mounting 

1. Put on the rack mount base and fasten the screws. 

 

2. Locate the Rack mount bracket holes. 

 

 

For 8.4” ~ 17” Panel PC series 

 
 
 
 
 

For 19” ~ 24” Panel PC series 

 

 
 

For PowerTwin Series: 2000E
For PowerTwin Series: 2000 / 100E 
For PowerTwin Series: 100 / 110/ 120 / 2100 / 2100E 

For PowerTwin Series: 100 / 110/ 120 / 2100 / 2100E 
For PowerTwin Series: 2000 / 100E 
For PowerTwin Series: 2000E 
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3. Assemble two rack mount brackets by fastening 4 screws (M5x6) at each side. 

 

For 8.4” ~ 17” Panel PC series 

 

         
Left view       Right view                 Bottom view 

 
 
 
 

For 19” ~ 24” Panel PC series 

 

  
Left view       Right view                 Bottom view 
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4. Assemble two rack mount brackets by fastening 4 screws (M5x12), flat washers and hex nuts at each 

side. 
 
 
 

  
 

 

For 19” ~ 24” 
Panel PC series 

For 8.4” ~ 17” 
Panel PC series 

Spectra GmbH & Co. KG
sales@spectra.de

Spectra (Schweiz) AG
sales@spectra.ch

Sales office Austria
sales@spectra-austria.at


